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Teltek C60

Checkweigher for High Speed and Precision

Funktion Description

The Teltek C60 is computer based and features advanced
electronics and new, customizable software. The system uses a
high contrast, 15” VGA colour screen which gives razor sharp
displays not only of weighing results and charts of individual
weights and averages but also of information on the article
being processed. The menu screens make full use of drop-down
sub-menus which help operators get the most out of the
system. Product changes and alterations in product details can
be made quickly and easily with a minimum of downtime. The
function keys are integrated on the display which eliminates
the need of external keyboard.

The precision engineered (60 weigh platform guarantees
weight stability, accuracy and repeatability. Designed and
manufactured to the highest engineering standard with
inherent reliability and longevity for use in tough, hostile
environments. The conveyors are made for a minimum of
maintenance and are driven by literally maintenance free
brushless DC-motors.

The C60 offers a range of belt sizes and reject devices to suit
customer specific needs including Air Blast, Pusher, Single or
Double Flipper/Divert Arm and Drop Flap.

Combine Teltek C60 with a price applicator, a metal detector or
both or let the checkweigher control your filler to achieve a
lower level of give-aways.

Among much else, the software supplied as standard includes a
250 article register with room for tare, nominal weight, upper
and lower weight limits, TU2 and conveyor speed. Other menus
permit adjustments of a variety of printouts and diagnostic
testing. The systems statistical capabilities include averages,
standard deviation and weight charts.

Features at a glance

- High speed combined with high accuracy

- Reliable checkweigher for 24h use

- Designed for minimum of maintenance and
ease of use

- Brushless DC motors

- Networking capability and comms.

- MID homologation, CE certification

- e-label software tul/tu?2
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€60 Combo machine with METAL SHARK®-2 metal detector

Specifications

PLU/Programmable memory:
Connectivity Options:

Power:
Dimensions:

from 15-2500 gram

or 15-6000 gram

from 0,2 gram

maximum 300 ppm
(depending on pack size)
Teltek C

15" VGA

250

All Stainless Steel to
IP66 or Stainless Steel

& Aluminium
110/230VAC 50/60

All Checkweighers built
to customer specifications
(belt sizes)
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Metal Detection, X-Ray and Weighing Systems

METAL SHARK® IN MEAT

As a manufacturer Cassel is committed to highest standards of quality. For more than
ten years our goal has been to ensure the quality of your products. Our reputation has
been earned by protecting yours. We supply customers in different industries worldwide
such as Foods, Plastics, Pharmaceuticals, Textile, Timber and Mining.

Our headquarters and state of the art manufacturing facility are located near Hannover
in the heart of Germany. Each year we manufacture and deliver over 1000 metal detec-
tion systems. Approximately 80% of the production is heading for export markets. To
ensure you get the very best of service and support wherever on the globe you are using
our metal detectors, we have a worldwide network of partner agents. WWW.CaSSELde
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